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SUBCHAPTER. 1
ADMINISTRATION AND ENFORCEMENT

Ind 7.001 Purpose of code. The purpose of this chapter is to provide
reasonable safeguards for the prevention and control of fire and explo-
sion hazards incident to drycleaning operations and for the protection of
the public and employes who use and work in these facilities.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.002 Scope of code. The provisions of this chapter shall apply to
dry cleaning and dry dyeing plants and to self-service drycleaning estab-
lishment.,.

Note fl: Where ver reference is made to "dry cleaning" it is to be construed as applying to
both dry tivir:ing and dry dyeing operations.

Register, November, 1981, No, 311
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Note #2: Dry cleaning and dry •ly:... < ..:.i	 ..	 .::.:. .. r;
of other administrative codes, iociuinm,, chs. In,-

History: C r. Register, November, 1931, No^ ::.., . ti 	 1_851.

Ind 7.003 Application of ru gs. (1) NEW EST:.:;L' .......	 A;;1::: 1. :.S
AND ALTERATIONS. The pr;;.i:,i-;:;:, of this chapter shall f.	 to ,i:i new

establishments and to additions or alterations to e> 	 v	 ,:,blish-
ments.

(2) EXISTING ESTABLISHMENTS, EQUIPMENT AND INSTALLATIONS. '.'.X-
isting plants, equipment, buildings, structures and installation in com-
pliance with the provisions of chs. Ind 7 and Ind 50-64, Wis. Ad. -n. (" ;)de
at the time of construction or installation may continue in use provided
that the use does not constitute a distinct hazard to life or property.

(2) RETROACTIVITY. The provisions of this code are not retroactive un-
less specifically stated in the rules.

(3) DIFFERING RULES. Where different sections of this code specify dif-
ferent requirements, the most restrictive requirement shall govern.

History: Cr. Register, November, 1931, No. 311, eff. 12-1-81.

Ind 7.01 Definitions. The following definitions shall apply for the
purposes of these rules. Terms not herein defined shall be understood as
having their usual and ordinary dictionary meaning.

(1) "Approved" means acceptable to the department.

(2) `Bonded" or "grounded" means protection against static electric-
ity through a bond or ground which has been deliberate;v _:,)plied or i. at

an electrically conductive path having a resistance ad,r, -,: e for th( If-

tended purpose, usually one million ohms or less, is it

by the nature of the installation.

(3) "Clarifier" means an apparatus utilizing the pr't-:`i:'e
centrifugal force for the purpose of removing suspended imp_^rif s fom
cleaning solvents.

(4) "Department" means the department of industry, labor and
human relations.

(5) "Dry cleaning" means the process of remot• ng dirt, grease, paint
and other stains from wearing apparel, furs, ! e , 'L w^:, fabrics, rugs and
similar items, by use of,

1. Immersion or agitation or both with the solvent	 vessels,

2. Immersion or agitation or both with the solvent in c.. a machines.

3. Spotting or local application of solv:.,ts to spots of dirt, grease,
paints and stains not removed by th1• irnei; • i sion and agitation process,
or

4. Brushing or scouring with cleaning solvents.

(6) "Dry dyeing" Ir,,-ar:: th r. pr:;ce c"dyeing clothes	 ,:^;1er fal>r"
or textiles in a solution ,:f d', c,,	 d flammable 1'r,

ry dy( ;,,; ....	 ,
.>^	 ^. r ..
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"Dry cleaning i;ant" means a plant in which dry cleaning and
associatt-c l operations are conducted, including office, receiving, and
storage rowns,

(9) "Dry cleanin; room" means a room in which the dry cleaning op-
erations are cond i_- i , d, including all additional sections containing such
solvent or solvent h;mdling equipment.

(10) "Dry clewung units" or "dry cleaning machines" means any
equipment in which textiles are immersed or agitated in solvent or in
which dry cleanin g solvent is extracted from textiles.0

(11) "Drying cabinet" means an enclosure used in the dry cleaning or
dry dyeing process, in which wearing apparel, fabrics, textiles or articles
of any sort are dried in currents of heated air.

(12) "Drying room" means a room or rooms where wearing apparel,
fabrics, textiles, or articles of any sort which have been dry dyed are
subjected to the process of drying.

(13) "Drying tumblers" means any equipment in which solvent
cleaned textiles are tumbled, agitated, and dried or de,;f'orized while cir-
culating heated air through the load to remove the solvent. A reclaiming
tumbler means a drying tumbler as defined above, which, in addition,
reclaims the solvent from vapors.

(14) "Existing dry cleaning or dry dyeing plants" means a plant, addi-
tions and alterations structurally completed or for which plans have
been approved by the department and construction is in progress prior
to the effective date of this chapter.

(15) "Extractor" means a centrifugal machine used for removing Sur-
plus solvent from wearing apparel, fabrics, textiles or articles of any sort.

(16) "Filter" means an apparatus used for straining impurities, solid
particles or coloring matter from cleaning solvents.

(17) "Flash point" means the minimum temperature of a liquid at
which sufficient vapor is given off to form an ignitible mixture with the
air near the surface of the liquid or within the vessel used.

(18) "Gravity system of ventilation" means any ventilation, the prac-
tical effectiveness of which depends wholly upon atmospheric condi-
tions, such as relative density, temperature or wind motion.

(19) "Mechanical system of ventilation" means any ventilation, ex-
hau9t or heating system, the effectiveness of which depends upon the
operation of power driven equipment.

(20) "New dry cleaning or dry dyeing plant" means a plant, additions
and alterations for which plans have not been approved by the depart-
ment or construction is not in progress, prior to the effective date of this
chapter.

(21) "Purifier" means an apparatus for decoiorizing and removing
foreign matter from cleaning solvents.

(22) "Still" means an apparatus used to evaporate volatile cleaning
solvents by means of steam heat and to condense the same in a con-
denser or cooling chamber as a purified product.

Register, November, 1981, No. 311
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Ind 7.02	 E
permission to 	 _

ment or the municlpit! p na1_	 ,::rlp^ .^'i,.._' 	 ^re:

(a) Any drycleaning plant may be _ r - ' 1'	 or constructed;

(b) The class of solvent is changed lrn Class IV to Mass II, IIIA or
IIIB; or

(e) An existing plant is remodeled or altered.

(2) PROOF OF APPROVAL. A copy of the plans bearing the "conditionally
approved" stamp of the department or municipality having jurisdiction
shall be considered permission to operate.

(3) PLAYS SUBMITTAL AND APPROVAL. In accordance with the provisions
of s. Ind 50.12, Wis. Adm. Code, plans, together with the fee specified in
ch. Ind 69, Wis. Adm. Code, shall be submitted to and approved by the
department prior to the construction of, addition to or alteration of any
drycleaning or drydyeing plant within the, scope of this chapter.

(4) MUNICIPAL JURISDICTION, In cities where plans are examined and
building permits are issued by a city building official in a manner ap-
proved by the department, additional approval by the department is not
required,

Note: See as. Ind 50.21 and 50.22, Wis. Adm. Code, for additional information.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.03 Enforcement and `Inspections. (1 ), ?'he
rules in this chapter shall be enforced by the departi,. _:nt and i:_s a_ ao-
rized deputies, and by all local officials or bodies having jun'. diction to
approve plans or specifications or issue permits for conskiuctioir, altera-
tions or installations within the scope of this chapter and chs. Ind 50-64,
Wis. Adm. Code, or having authority to investigate and eliminate re-
lated fire hazards.

(2) INSPECTIONS. Inspections shall be conducted by an authori2, d
deputy of the department or by local officials having jurisdic;.. --, I,,
certain whether or rot the construction or installations c:;n ,, ,i.. ;,,r a.^
conditionally appruv(•r. i) : ans, the conditional approveo ,e: "... , .1 A 1, 1 :.
provisions of this chapter and .its. Ind 50-64, Wis. Aam. Code.

Note: See Appendix for examp' of 	 •o ior: ri port and order form tSn-2?,

History: Cr. Register, Novemb—, _	 ..:'ll, eff. 12-1-81.

Ind 7.04 Appeals. Pursuant to c1. 227, Stats., any municipality, cor-
poration or any 5 or more persons having an interest in the rule may
appeal to the department requesting the adoption, amendment or repeal
of the rule.

History: Cr. Register, November, 1981,. No. 311, eff. 12-1-81.

Register, November, 1981, No. 311
Cleaning and Dyeing
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Ind 7.05 Petition for modification. The department will consider
and may grant modification to any administrative rule of this chapter
Upon receipt of a fee, a completed petition for modification form from
the owner, and a position statement from the fire department having
responsibility and an interest in the rule being petitioned provided an
equivalency is established in the petition for modification which meets
the intent of the rule being petitioned. The department may impose spe-
cific conditions in the petition for modification to promote the protec-
tion of the health, safety ;tnd fare of the employes or the public. Vio-
lation of those condition; 

'
inaer which the petition for modification is

granted constitutes a violation of the rules of this chapter.

Note #1: See Appendix for an example of the petition for modification (form SB-8) and
the fire department position statement (form SB-8A),

Note #2: Section 101.02 (6), Slats., outlines the procedure for submitting petitions to the
department and the department's procedures for hearing petitions.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.06 Penalties. Penalties for violations shall be assessed pursuant
to with s. 101.02, Stats.

Note #1::-,,often 101.02 (13) (a), Stats- indicates penalties will be assessed against any
emplo .yrr, c ir 'oye, owner or other person who fails or refuses to perform any duty lawfully
enjoined, w,?.	 h; •. i m .. p , , ascribed by the - i, partment for which no penalty has been specif-
ically provii u , t	 i to comply with any lawful order made by the
depart r. wril	 er,	  f by anyone in connection with ss. 101.01 to
101.25, Sts:	 i	 j, lotion, fz, ti	 )r refusal, such employe, owner or other person
must f—ri.m. --i j  N i, 	 Ah, ate ti e_,	 i kot less than $10.00 nor more than $100.00
for each violation.

J.1 0: 	 r,ai, ates that everyday during which any person,

	

oorpun:itc j.	 'fi,er,	 or employe thereof, fails to observe and comply
l	 .. a;, .: a titute a separate and distinct violation of such
otcz.z.

	

_ _i,tory: Cr.	 .-(-r N  -..er, UzA, No. 311, eff 12-1-81.

	Ind 7.07 AJo	 or' standards. Pi,, • :,,,uint to s. 227.025, Stats., the
attorney gem^,,-.[ i4 1d '^e revisor of st;,Gc  . , flive consented to the incor-
poration by r, i'e: :.:ce of the folloN&  ,indards. Copies of the stan-
dards in refe.-eiic^- c,; f: (.• .i file in the offi, :is of the department, the secre-
tary of si..'.e, ;, ,; i,:'.e revisor of stati. , i , .

(1) Arriur ; ;^t , Society of Testing. _ .d Wa c rials- (ASTM), 1916 Race
Street,	 V-6, PA 1910 11, S :w& f'J M( 1 ( 1 (; of Test for Flash
Point by	 Closed Tester, ASTM D-56-79.

(Z) i iIJ; Fire Protection Association, Batterymarch Park,
Quincy, Ahish:wi-.usetts 02269, Standard for Carbon Dioxide Extinguish-
ing Systei : )S ' \FPA No. 12-1977.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

fr,kl 7.08 Classification of plants. (1) CLASSIFICATION TYPE. Dry-
o id' be ;v^.^;gjjud oiw 	 'JIN	 5 classifications

	

ooi-'	 ,nd tvTw of oncr!:' 	 U.1—d:

i i' j s j",  points below 100' F.

flash points at or above

	

bl a ;	 n c',	 f*,)r Class 111.

November, 1981, No. 311
Cleaning and Dyeing
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(e) 1. Class 111A - F:::: 	 utilizing solvents 1 ,-ving a f1w ,11 i 	 :: 4 or
above 140° F. and belo,,v 200° K

2. Class 11113 -Plants utilizing solvents having; _	 point at or above
200° F.

(d) Class 1V - Plants utilizing solvents classified as nonflammable.

(e) Class V - Plants utilizing coin-operated self-service equipment op-
erated by the public.

(2) APPARATUS AND TEST METHOD. Flash points shall be determined by
using the closed cup tester using test methods conducted in accordance
with the ASTM D-56-79 - Standard Method of Test for Flash Point by
the Tag Closed Tester.

Note #I: Mixtures of solvents are considered as having the same flash point as that constit-
uent of the mixture having the lowest flash point, except that when a solvent has been
certified by a recognized testing laboratory to be a stable mixture and to have a definite
minimum flash point, such flash point is used for classification.

Note #2: The department will approve, subject to the provisions of this rule, dry cleaning
equipment and cleaning liquids which have been inspected and listed by Underwriters' Lab-
oratories or equivalent.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

SUBCHAPTER2
GENERAL REQUIREMENTS

Ind 7.09 Restrictions. (1) GENERAL. All dry cleaning shall be carried
on only in dry cleaning rooms or buildings constructed in accordance
with requirements of this chapter.

(2) PROHIBITED AND PERMITTED OPERATIONS. Dry cleaning by immer-
sion and agitation in open vessels is prohibited. Dry cleaning shall be
done only in closed dry cleaning machines.

(a) Exception: Scouring, brushing spotting and prespotting may be
conducted with nonflammable Class 11 or Class III liquids, or Class I
liquids if stored in safety containers of not more than one gallon capac-
ity.

(3) MACHINE LABELING AND USE. Machines shall be equipped with
nameplates indicating the class of solvent for which the machine is
designed. The use of solvents with a flash point below that for which a
machine is designed shall be prohibited.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.10 Electrical. (1) ELECTRICAL EQUIPMENT. Electric wiring and
equipment and other electrical devices in dry cleaning buildings or
rooms shall be of the type specified in ch. ILHR 16, Wis. Adm. Code.

(2) GROUNDING OF EQUIPMENT. Storage tanks, treatment tanks, filters,
pumps, piping, dry cleaning units, stills, drying cabinets, tumblers, and
other equipment in the dry cleaning room shall be grounded. Isolated
units of equipment shall be grounded.

(3) STATIC ELECTRICITY. Special consideration shall be given to the
generation and accumulation of static electricity when loading fabrics
into or removing fabrics from dry cleaning units. When fabrics are trans-

Register, November, 1981, No. 311
Cleaning and Dyeing
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and 7

es of equip-
L	 S,

Ilstory: Cr. Iteg;

Ind 7.11 Fire extinguishers. (1) DRY CLEANING PLANT. (a) An ap-
proved extinguisher having a minimum 2A rating shall be provided for
each 2000 square feet gross area.

(b) The maximum travel distance to a fire extinguisher shall not ex-
ceed 75 feet,

(2) DRY CLEANING ROOM (a) An approved 10 BC portable fire extin-
guisher shall be provided immediately adjacent to any dry cleaning
room.

(b) A separate approved 10 BC portable fire extinguisher shall be
provided inside any dry cleaning room where Class 11 or III solvents are
used.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.12 Smoking prohibition. Smoking in a dry cleaning room shall
be strictly prohibited. Signs bearing the words "NO SMOKING" shall
be posted.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

SUBCHAPTER3
CLASS I PLANTS

Ind 7.13 Class I plants prohibited. Use of solvents having a flash
point below 100° F. shall be prohibited for dry cleaning by immersion or
agitation.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.14 Permitted operations. Spotting, brushing or scouring with
solvents having a flash point below 100° F. shall be permitted, provided
the quantity of solvent used at any one time does not exceed one gallon.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-8 1.

SUBCHAPTER4
CLASS 11 PLANTS

Ind 7.15 Scope and limitations. (1) Type of Solvent Permitted.
Only flammable solvents having flash points at or above 100° F., but less
than 140° F., shall be utilized at Class 11 dry cleaning plants.

(2) OTHFR OCCUPANCIES. Dry cleaning operations shall not be carried
on in the same building with other occupancies. Living quarters of the
own( o. );), , rator of the business, and operations incidental to or in con-

d the dry cleaning business, such as laundering and drying,
pressing, ironing, and similar operations shall not be considered as other
occupancies for the purpose of this subsection.

Note: For the purpose of this subsection, a 4-hour fire division wall pursuant to s, Ind 51.02
(14), Wis. Aden Code, in a building creates 2 separate buildings.

Register, November, 1981, No. 311
Cleaning and Dyeing
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(3) FLOOR OF OPERATIONS. Dry' k	 be rE"1'..!1Vd

to the lowest floor of a building, nu i. ^ r,aij not tie (  i -j*'-, 	 I in I, ay K >>
ment.

History: Cr. Register, November, 1981, No. 311, off. 12-1-8 1 ,

Ind 7.16 Setback. Trit-	 , I^ ,!'( ' ass 11 p^:, ts

other bu-'lf! :;	 ;:- thi E,
less than IU l i:et u1stant	 or 1)rop ..... .

k. any wall regardless of di^%,iin 	 or b ,..J.n w,	 i ,̂ h re

rated door and window as.; , ,,.A bi it, v _-`iall	 ;,lie wall
has a minimum 2-hour fire i, • ., : stive ral'!r''4.

History: Cr. Register, Novei	 !, t, No. 31 1 , i,

Ind 7.17 Dry	 n,om

WALLS AND PARTITIONS.	 and part.'Jor.-	 h- a^	 2-hour
noncombustible fire-resistive construction. Wall	 be wEhout
furring or concealed spaces.

(2) FLOORS. I'loors shl-111 "Ot o' ^'	 t 2-hour7'e-

resistive cons,metion."	 -- ::ere !,.ca,, d )ver. base'..	e
li(e'! "d	 3	 -tight,,	 7	 T ;,,	 s	 shall

be of

(3) FLOOR O,'. ROOF	 A'.,.,)VF. 'I	 or roo - t: E,i . ' .1

above a d1' 	 61-11 be	 lLtl: 1 01,

n_-.com"ustible,`°-c

(4) FIXTURPS	 v".' I i	 1	 7;-(!	 1,

cabinets, locl.t 's. 	 „	 r

drying roam „):_.1i i,( eorgi•:I.:'k.(^ c 	 me,	 o.
terials.

(5) DR ^ _,_ co,,	 (a) Lrying rooms sha l c,,.
for dry cl •,in	 rooms.

(b) the same r(_^
be separate k by a 2-hour	 ^-"i ,,.i 	 .,i

(c) Every doorway to such	 r(..,	 an
approved 1 112 hour rated fire do(,.-

History: Cr. Register, November, 1981, No. I L, It i

Ind 7.18 Drainage system. The dry cleartl`; , .^	 0
with an emergency drainage system to direct o, ',,,nt
location in accordance with the requirements of c-11
Code.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-8

Ind 7.19 Heating and ventitnting. (1) Typr or `MATING.

shall be by steam or hint 11..ier i ly.

(2) EQUIPMENT. Al;

with ch. Ind 41 [Ind	 2.. V, I

d



<

r g al	 _.-.	 erect

. ., ,.	 . ..:, ,.,u^. :,	 ,z is	 • .e ;. - C1E'^;21.i.r,	 ,,._ _<ttalns

UIItluing.

or by gravity through
ne through the roof of

	

A..;	 tors located at least 2 feet
.Uove ine i 

(c} T..E \	 of maintaining concentra-
tion lei '::.	 m.(„v 100 parts per million (ppm)
tim v. -gh 1 _-ayfu io,	 -' . ^,r	 with a 125 ppm maximum
cones ., 	 to exceed 20 minutes.

(5) VENT 4 s.A?- 	i,N	 <iT	 1.1 	 Via) Where ventilation is pro-
vided through „,	 i	 SF: <ll extend from the outside.

(b) There shall bF no E^ t .,i;c:s:.:.:^_^- kind in the outside air supply
duct

(e} i LI Arculation of air is	 out only for air in excess of the
&,n .	 to provide thE , cl.	 ,' . e very 6 minutes.

dated air shall be Li.vn from at least 6 feet above the floor.

_'mENT CoNSTR1 CT'(> The blades or running rings of exhaust
far_ (. :! F, of nonferrous m ^L;J, and motors for fans shall not be in-

i l— , No. 311, eff. 12-1-81.

Intl 7.2 ir ,;x ,.	 DRY, ,EA'' N C. PLANTS. Ivry cleaning plans shall be
provided ,,; ;A exits t,unwa i .t to ch. Ind 54, Wis. Adm. Code.

(2) DR1 k,-EANING Rooms. Dry cleaning rooms shall have at least 2
exits. One exit shall lead directly to the outdoors.

History: Cr. Rf ; Ater, :, ovember, : hr i , No. 311, eff. 12 -81.

Ins: 7.2 1	ng of sot venL (i) TANK CONSTRUC-
T.	 ,ll s.	 «e	 and piping	 shall be constructed

r	 n	 l	 ^Ein. Code.

.;	 U_„ris;. ,d-_tmos-
p 	 -ded with

	

E=,:•t	 rinl	 iaterna!<pxes.,ure which
m«y

(a),city , _ -,n ern	 y vent;- d ^^e, including the
capacity	n,	 ;i	 ;1at specified from
Table 7.2—

(Li Fw ..	 w, ..E,c;. a r in T1.b,_ 7.21 raay be multiplied by 0.3 for
d-,,y	 .,,..:g ;10:,. protected by an automatic fire

sprinki, , r :.5^.-

Register, November, 1981, No. 311
Cleaning and Dyeing
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(c) The wetted area of a tank	 ...;:.er shall	 ..Ji'	n the
basis of I00" of the surface art :, , 	 ak.

Wetted Area Versus Cuiii 'e; Free Air Per Hour
(14.7 Asia ai;;' 60° F.)

Sq. Ft.	 CFH	 Sq. Ft.	 CFH	 Sq. Ft.	 CFH

20	 21,100	 70	 73,700	 120	 126,000
30	 31,600	 80	 84,200	 140	 147,000
40	 42,100	 90	 94,800	 160	 168,000
50	 52,700	 100	 105,000	 180	 190,000
60	 63,200	 200	 211,000

Note: Interpolate for intermediate values.

(d) Atmospheric tanks shall be lim;1 ed to pressures not exceeding 2.5
psig under emergency venting cofAi;is•ns.

(e) In no case shall a vent be less trian 1'/4 inch pipe = ; ze. The vent of a
tank installed inside a building shall terminate t ru; -i(i, th,• building.

(f) An inside storage or treatment tank shall be equipped with a gag-
ing device designed and installed so that solvent or vapors will not be
discharged into the building during normal service. A gage glass or sight
glass, which, when broken, will permit the escape of solvent from the
tank, shall not be used.

History, Cr. Register, November, 1 981, No. 311, eff. 1.2-1-81.

Ind 7.22 Storage and treatment tank requirements. (1) LOCATION.
Solvent storage tanks shall be located underground or outside above-
ground.

(a) Exception. Aboveground treatment and storage tanks, excluding
filters and stills, inside dry cleaning plants or dry cleaning rooms, shall
not exceed a capacity of 1,500 gallons each and the aggregate capacity
permitted in an unenclosed area shall not exceed 3,000 gallons. Capaci-
ties in excess of 3,000 gallons shall be installed pursuant to ch. Ind 8,
Wis. Adm. Code.

(2) FILL PIPE. An inside storage tank shall be provided with a fill pipe
terminating outside the building.

(3) PROXIMITY TO EQUIPMENT. Aboveground inside storage tanks shall
be located as close as practicable to the dry cleaning unit or units to
which they are connected.

(4) TREATMENT TANK USE. Treatment tanks shall not be used for the
storage of new or distilled solvents.

(5) PRESSURIZED TREATMENT TANKS. Treatment tanks subject to
greater than atmospheric pressures shall be designed for a working pres-
sure not less than 15 psig and shall be equipped with pressure relief de-
vice which will prevent the pressure in the tank from rising more than
10% above the working pressure of the tank. The relief device shall be
not smaller than '/4 inch pipe size and shall discharge into an under-
Register, November, 1981, No. 311
Cleaning and Dyeing
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ground tank or aboveground base tank of a drycleaning unit without a
shutoff valve in the line.

Note: The department will accept tanks which conform to the requirements of'chs, Ind 41-
42, Wis. Adm. Code.

History: Cr, Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.23 Filters. (1) PRESSURE FILTERS. Filters operating above at-
mospheric pressure shall be:

(a)Approved pressure filters,

(b)Constructed to withstand a pressure of 5 times the maximum al-
lowable working pressure without bursting, or

(c)Constructed to withstand a pressure of 2 1/2 times the maximum
allowable working pressure without yielding.

(2) PRESSURE GAGE. Pressure type filters shall be equipped with a reli-
able pressure gage which shall be regularly checked for accuracy. Filters
shall not be operated at pressures exceeding that recommended by the
manufacturers.

(3) AIR BLEEDING VALVE AND LINE. Pressure filters shall be provided
w ' ,-h an air bleeding valve and line connected to discharge into the
w:i — er or into the storage tank vent line. The air bleeding lines shall not

 ,'iarge into the room.

(-0 PRESSURE RELIEF DEVICE. Filters shall be equipped with pressure
re i_, devices which w is prevent the pressure within the filter from ris-
h-	 the work ing 1 ^__ sure of the filter. The relief

p", ; ( Aze and shall discharge into
an ^ <naergrou;id	 x abt.;1 •v1g-round I	 tank of a dry cleaning unit

a nu,-	 in t.n, • 1 i .? e.

History. Cr. Regis , !r, November, Nen, No. 311, eff. 12-1-81.

Ind 7.24 Piping, pumps and solvent coolers. (1) PIPING. (a) Except
as provided in par. (b). f. -lie aboveground transfer of solvent between any
tank or equipment s;.,; 1 1 r%v -1. liro dgh closed circuits of iron or steel piping.

(b) Exception. 1. Brass or bronze valves or fittings may be used.

2. Flexible hoses suitable for the solvent may be used as required for
low pressure connections not to exceed 5 psig to vibrating or other than
stationary equipment.

(c)Low meltingIng point materials, such as aluminum, copper and brass,
or materials which so ften on fire exposure, such as plastics, or nonduc-
tile material, such as cast iron, may be used underground for all flamma-
ble and combustible liquids within the pressure and temperature limits.

(2) FLOW SIGF. LASSES. Flow sivilt,,,jasses, which would permit the
e -Ape, Ir flan , !,, ! "ri',4 ;on b 1r. , shall be of a type not dam-

` y heat .I,.	 physical damage.

PRVIC 'I i,	 t	 all be provided to remove sludge
ied to the tankf]	 ......	 pipe	 carr

In no case

311
taro Oyeing
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(4) SOLVENT i t. mps. A Il'	 -.ed 'or

use with flanaww'Au liquid:. 1	 of

shall befitted	 a reli,- 1 \a';-,: (-	 p,  as i,; i; i-4	 re,.,, rv:

in excess of the working pr( 	 ^,y stem.

(5) SOLVENT COOLERS. When continuous solvent !'i(	 '..-cul- t ion is
maintained by means of a circul^ t ,ing pump, solven-,. e  i)'i
vide('	 maintain a solvent c , ,mp e . nature not exceeding	 F., '
U	 i'irr

a	 i in devices shall 
be 

pr-vilded to warn the 0.;^..tor ...._ . . _ie

so l	 ure exceeds 9i.. °

Kist-	 .. itegister, November, Ism, ':vo. 311, eff. 12-1-81.

Ind 7.25 Drycleaning units, stills, drying cabinets or tumblers.

All Class 11 dry cleaning equipment shall comply with the following re-

quirements:

(1) LEAKAGE. All solvent-handling equipment and dry cleaning units

and components shall be constructed to prevent solvent leakage.

(2) PROTECTION AN: -, FOUNDATION. Dry cleaning units shall be con-

structed to prevent	 ; iil :r components and to prevent objec-
tionable vibration whi',c uie mi ,cames are in normt 01: L,i(ln. The

units shall be securely attached to the floor -r to specl^i -'.,; nations to
minimize transmission of vibration to surro riding areas.

(3) DOORS. Dry cleaning units shall 1.(	 with doors or covers

that prevent solvent from spL Ai, 	 shall be inter-
locked to prevent rotating of	 _ 11Hudc r,,r L i	 the doors are

open, or to prevent opening '1;:ic c't;i%..	 cyi." ':,	 !g.

(a) Exception: The in', ^_ :i, . : iall permit moving ' . j , "I

the cylinder at slow speed.

(4) BRAKES. Units shall be equipped with brakes <°	 r ; . c 
stop the machine. Brakes sln . ii be designed to avoid crE,kLiO„ C..

excessive heat. If d:y	 ' units are equipped	 n -

trots, a manual push ] ,.ut ion o stop the machine ^,a"

front of the unit.

(5) OVERFLOW PROTECT - 6.1,. D,-, Clef. it_ :g, un.-as i,AL

a device that will shut c—'	 to tl' '	"in,

event the solvent level in t
nion she, ^t. kn over flow me;
to an unc ,ground tank by a.	 c ,;iz( ;'t,'LIZ

solv(--,-'.	 Lliciaw-hira i7 c k1thoi..	 off N:	 'is

requ.. ,	L

(6) T u -;. , idivid, ' ;d !:i-	
I 
or lint	 hall be prov' : _

cleaning --init.- min and the:

lito
IWA\

thc

suif.icfer
to prev-1-	 A	 P;, 1,

the cwt,. i,

Regiei: r,"I., - t-. 11 , ^ I - , ^" ^' ^  mil
Cleaning i d I), z, ^.
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6C ^arnished with name-

(b) Maximum allora.. l b l k ^ , .,I inder speed;

(c)Warnings that I he unit shall not be operated with a solvent having
a flash point less than that stated, or to be operated in excess of such
cylinder speed; and

(d)Warnings that the door shall not be opened until the cylinder has
come to a complete standstill.

(10) STILLS. In addition to the general requirements specified in subs.
(1) to (9), stills shall comply with the following requiremci'lit's:

(a) Steam or hot water only shall be used as the source of heat. If
steam is used, a pressure regulating valve shall be installed in the steam
supply line to the still;

(b)Stills shall be liquid tight and gas tight. Stills shall be designed for
operation on the vacuum I.- : - i 1-iple;

(c)If a relief valve is provided, it shall be equipped with a vent line
extending to the outside;

(d) A check valve shall be installed in the steam line between the
boiler and t > .. till;

(e)Each sL_ii - i,: it be prow' ,4 -d with a combination vacuum and pres-
sure gage; ar d

(f) •'ach	 I	 -k  an automatic valve to maintain
t]..d	 C, at

G;y-
ing c«bm( , . . ,_.. . )mply with the fc

(a) Dryin, tu.  i)t(i-s,-:.;41 be securti- 	 nc'iored	 ;oundations;

(b,) Dryij-,,.	  :,,11 be p : ov_.(. wi u s! , ! , 	 ng explosion
id sq..aru .r.otfjr each 30

cubic Cc, i	 Hatches s! ^Jl be arrange(. to open away
from tf.-

	

(c) Dryin- i,	 :;I.i drying cabinets shall be ventilated to the0
outside air
	 or ducts connected to an exhaust fan of a capacity to

remove all t, d-nt generated by the process. Such discharge
pipes or ducts ai i D carrik,d to a height of not less than 6 feet above the
roof, and shawl be pro, ir : j:,l with cleanout facilities;

(d)The fan shall be housed and interlocked to insure operation while
the drying tumbler is in use. The fan, blades, or running rings shall be
constructed of nonferrous metal. In no case shall the fan motor be
mounted within the ventilating duct;

(e)Steam or hot water only shall be used to obtain the necessary tem-
peratures in the drying tumblers or cabinet; and

Register, November, 1981, No. 311
Cleaning and Dyeing
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(f) The r:::, L ...	 t s of pars. (a) to	 ila-
nation of approve;: solvent rec a.'!

History: Cr. Register, November, 1981, 1• ,, : 	 L :-..

Ind 7.26 Scouring, brushing and spot t ing. (1) GENh.-AL. All scour-
ing, brushing and spotting or prespottirg shn Jl be conducted with non-
flammable solvents or with Class 11 or Class III liquids or solvents.

(a) Exception: Class I solvents may be used if stored in approved
safety cans of not more than one gallon capacity.

(2) LIMITATIONS OF USE. Articles, which cannot be washed in the usual
washing machines, may be cleaned on scouring or brushing tables or in
scrubbing tubs provided the total amount of solvent used in such open
containers shall not exceed 3 gallons.

(3) BRUSHING OR PRESPOTTING TABLE. The brushing or prespotting ta-
ble on which articles are soaked in solvent, shall have a liquid tight top
with a curb on all sides not less than one inch high. The top of the table
shall be pitched so as to ensure thorough draining to a drain having a
minimum diameter of 1 1/2 inches connected to a container especially pro-
vided and marked for that purpose.

(4) SCRUBBING TUBS. Scrubbing tubs shall be secured to the floor and
shall be provided with permanent trapped drains at least 1 1/2 inches in
diameter to a suitable container especially provided and marked for that
purpose.

(5) GROUNDING. Metal scrubbing tubs and metal tops of spotting ta-
bles shall be grounded.

(6) LOCATION FOR VENTILATION. The scouring or brushing table or
scrubbing tub shall be so located as to ensure disposal of solvent vapor
through the ventilating system.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.27 Operating requirements. (1) MANUFACTURER'S OPERATING
INSTRUCTIONS. Machines shall be operated in accordance with operating
instructions furnished by the machinery manufacturer.

(2) INSTRUCTION OF EMPLOYES. All employes shall be instructed as to
the hazards involved in their departments, in the work they perform and
the location of switches to cut off the flow of solvents.

(3) CHECKING OF MATERIALS. All materials to be dry cleaned Shall be
searched outside the dry cleaning room and all foreign materials, espe-
cially matches and metallic substances, removed.

(4) LOADING AND UNLOADING. In removing materials from the washer,
provisions shall be made for minimizing the dripping of solvent on the
floor. When materials are transferred from a washer to a drain tub, a
nonferrous metal drip apron shall be placed so as to rest on the drain tub
and the cylinder of the washer.

(5) LINT AND REFUSE TRAPS. The lint and refuse shall be removed from
all lint traps and disposed of safely.
Register, November, 1981, No. 311
Cleaning and Dyeing
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;el,:,,Ing
ital-es	 !d 

nd "it ,,c, 	 ... io;- 0- i.lt.

(b) Flar— i	 or combust :	not be ad for cleaning
floors.

History: Cr. Register, November, 1981, No. 311, ef. 12-1-81.

Ind 7.28 Fire suppression. (1) DRY CLEANING UNITS AND WASHERS AND
EXTRACTORS. Dry cleaning units, washer-extractor, shall be provided
with an automatic carbon dioxide extinguishing system installed and
maintained pursuant to NFPA No. 12-1977 - Standard for Carbon Diox-
ide Extinguishing Systems or by a manual steam jet not less than 1/4 inch
with a continuously availble steam supply at a pressure of not less than
15 psig.

(2) DRYING TUMBLER. Each drying tumbler shall be provided with an
approved carbon dioxide or steam injection extinguishing system ar-
ranged to operate automatically in case of fire in the tumbler.

(3) INSPECTION. Periodic inspection of all valves and piping of extin-
guishing systems shall be made to insure operation.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

SUBCHAPTER5
CLASS III PLANTS

Ind 7.29 Application. Only flammable solvents having flash points at
or above 140° F., but less than 200° F. (Class IIIA) or having flash
points at or above 200° F. (Class 11113) shall be utilized in Class III dry
cleaning plants.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.30 Location. (1) PROHIBITED LOCATIONS. Plants shall not be es-
tablished in a building occupied as a place of public assembly or as living
quarters other than for the owner or operator of the business.

(2) SEPARATION FROM OTHER OCCUPANCIES. Where located in the same
building with other occupancies, or where operations incidental to or in
connection with the dry cleaning business, such as, but not limited to,
laundering, drying, pressing and ironing, are carried on in the same
building, the dry cleaning operations shall be isolated in a room having
at least a 2-hour fire resistive rating or the dry cleaning operation shall
be separated from the other occupancy by a occupancy separation hav-
ing at least a 2-hour fire resistive rating.

(3) FLOOR OF OPERATION. Dry cleaning operations shall be restricted to
the lowest floor of a building, but shall not be carried on in any base-
ment.

History: Cr. Register, November, 1981, No. 311, ef. 12-1-81.

Ind 7.31 Construction. (1) CLASS IIIA PLANTS. Class IIIA dry clean-
ing plants shall meet the requirements specified in subeh. 4 for Class 11
plants.

(a) Class IIIA dry cleaning plants located in a building with other
occupancies shall be separated vertically and horizontally from such oc-

Register, November, 1981, No, 311
Cleaning and Dyeing
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cu .-acies by fire res' ruing.s,,
' ' ,
	 c(AIS, " li " i	 L -'-h,,,:r ring.

Al^	 rings in such separation. 	 f_	 i It	 hour
r  el, t fire door assemblies.

(b) In Class IIIA dry cleaning plants located	 'u_ i:dings with no
other occupancies, the dry cleaning room shall ùe s( ,ar—ed from the
rest of the plant by fire resistive cons--mc-,A'.	 I	 ast a 2-hour
rating. All openings in such separations	 be p-n-_ _n:;d -11 :; approved
V/2 hour rated fire door assemblies.

1. 'Exception.' The fire rated separation need not be provided in
buildings completely protected by an approved automatic sprinkler sys-
tem.

(2) CLASS 11113. Class 11113 plants located in a builc ng with other oc-
cupancies shall be separated vertically and horizonta' I i .-, 1'.'om such other
occupancies by fire restive construction having at leo.-A a 2-hour rating.
All openings in such separation shall be protected by approved I 'i^ hour
rated fire door assemblies.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.32 Heating and ventilating. Class III dry cleaning establish-
ments shall meet the requirements specified in s. Ind 7.19 for Class 11
plants.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.33 Storage tanks. Storage tanks shall meet the requirements in
s. Ind 7.22 and the requirements specified in this ser^.'on.

(1) CLASS IIIA. In dry cleaning plants located in bu.'Idii 	 with other
occupancies or without sprinklers, each aboveground, L,	 .1 have a
capacity of not more than 330 g; + i ' : )ns, and the total ;oh  	of
such plant, including inside	 and unc . ,,̂ ._-ro-itid storage
tanks, shall not exceed 1,320

CLASS HIP. Th,	 iy i	 boviL.it_.X.,h_ll
1,500 gall,,:::,, ..:id iiie aggregate cap ,i,.%
orage an,' I r,.ntment tanks in an uri ,n( , J(- A,u x-

ce, 3,000 gallons. Capacities in exce,.s of
	

i ;nit, led
in Li_cordance with the provisions of ch. !. i d o, "V'is.

History: Cr. Register, November, 1981, No. 311, e f ,, 12-1-81.

Ind 7.34 Equipment. All machinery and equipment shall comply with
the requirenu-nt specified ii. s. Ind 7 .24.

History: Cr.	 Noveml ., .:r; , ^ , 311, eff, 12-1-81.

Ind 7.35 beating of class 111B	 ClassIlIB liquids shall not be
heated to a temperature 'mn 	 F. below their flash point.

History: Cr. Register, November, 1'.j8:,	 311, eff. 12-1-81-

SUBCHAPTER6
CLASS IV PLANTS

Ind 7.36 Scope. Class IV plants are dry cleaning plants utilizing non-
flammable solvents.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Register, November, 1981, No. 311
Cleaning and Dyeing
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Locati(	 o CATION. Clas> s v dry cleaning
not i)( , 	 , reas.

	Cri	 .,... ^r:^ f'1.^	 ar,, cleaning pt_; ._8 and sy.,,;A ms
where	 of	 is not e.,;.	 ')y	 in co*n	 .-

	

aced type _	 ; , i. i. j ,1ay be lo,-t,	 ; i, ;.:gs vv 'Li.h c_ wit!-ali o,r.er
occupar.::':.

	

History: Cr.	 ember, 1982, No. 311, eff. 12-1-8 1.

Ind 7.33 :;:s	 er. Class IV solvents only shall be used in drying
cleaning nii cl:'.: oi systems designed for such solvents. Such machines
and system: sh,-;	 designed for the solvents used.

History: Cr. is	 ,vember, 1981, No. 3 . eff. 12-1-81_

Ind 7.3 ^) i,d:.;z;_f. (1) ComBus.	 Air for combustion for gas-
and oil-10.-c ; c_t vit : shall come thi, 	 inlets from a source of air
outs

:
	 :11., ;	 j1 such devices ..re located in the dry cleaning

room.

(2) SOUS	 ;;:' cr .:,N. App.;. a t ::, wli,h open flames or vith exnos,-^d
^l^ctric heat	 :;i: : :ll 11,.A	 pi ,-ed within 20f, ;	 any C'.,as

1 `v etlidpment, uir l ss	 ; r, .	 _:,c" ted in a
room or cabin, t : i ;.::.. s	 a entilated to	 ei -...1e
fr;,m the dry clea 	 i drawn towards the apparatc.: .

History: Cr. Reg,. t ^ 	_1, eff. I2-1-81.

Ind 7.40 it., 	 t . _d.	 ,:.. Mass IV plants shall be provided
with ve^*.il . 4 ur^i i<c	 .:^_.<,i,	 g solvent concentration anywhere
within tie ^ , ii^:it r,s in.i0,,S:

0:,.	 2. ation

Fl,; , , n,_:; in 113	 10 ppm
-` 

-r ,  r1imorethane)

Pei _: oretItyIene 100 ppm time weighted average
for an S hour exposure with a 150
ppm maximum concentration for
short term exposure, not to exceed
"̀0 minutes.

(2'	 ,r.: 61	 c	 ^`-.^_ur ?y operated emergency ventila-
tion _	 ; r- .,	 WWII be - r: ,11t. ,' to provide 12 air changes per
hour '.•,;.,• !:'r	 r	 ;	 t,.,:.	 i (	 il: ' ; JPAt. The switch for this ventila-
tion c 1	 x	 .: e and clearly identified.

I ventilation outlets shall
-.;'s in other occupan-

;v circulation

tee'. _.5(;'•
ing pr_::

1981, No.:....

Cleaning and 1)3d t:
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(3) SIGHTGLASSES. Flow and level sightglasses shall be protected
against physical damage.

(4)Pumps. (a) All pumps shall be designed for the solvent being used
and provided with seals proven to be leakproof in solvent operation.

(b) Positive displacement pumps for solvent service shall be fitted
with relief valves or bypasses set to prevent pressure in excess of the
working pressure of the system.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.42 Dry cleaning units, filters, stills and reclaiming tum-
blers. All Class IV dry cleaning equipment shall comply with the follow-
ing requirements:

(1) LEAKAGE. All solvent-handling equipment and components shall
be constructed to prevent leakage;

(2) CORROSION. Solvent storage and treatment tanks and all interior
steel surfaces, which corrode when exposed during ordinary operation to
solvent and to air alternately, shall be protected against corrosion;

(a) Exception. Pur-,-- 	 -ay closed containers which ordina-
rily are compi c"' ejy	 s,i ^t nz, or steam coils or chests immersed
in solvent or which 	 do not tend to corrode, may be con-
structed of carbon steel or equi-, a_x_at without corrosion protection,

(3) EXHAUST VENTILATION DUCTS. Exhaust venfll:.iier &!As from
equip.-I-ent shall be sealed, taped or sol(i4 o red, ai,d	 (!_i:cbi i; ge shall
extend iii.,ove the roof line: 	 lead;;4	 ji ; ,	 recovery
system;

(4) DRY CLEANIM. i.	 oie requireme l :	 *0
ss. Ind 7.24 and 7.40, kii,,!,:,,a 	 he11 comply wi;L ' !	 of

following requirements:

(a)Dry cleaning units shall be provi"E •6 wi th an	 acti-
vated exhaust ventilation system to m;-in !	 ol,	 aff
velocity through the loading door, wh

(b) An external ventilation :Jiroud immediati !, 1 .ttsi(v ; )e loao"^
door may be used provided the a in`c. ':: capacity in (_ F '4 is	 Milan
100 times the area in square feet o' the door opening.

(c) Exception. The requirements of par. (a) or (b) shall not apply to
dry cleaning unit.- u

s
ing fluorocarbon 113 (trichlorotrifluoroethane)

provided that J;i:	 is not exposed to an average solvent concen-
tration during 

1	 3

i oad'i ^i is ;;,;loading in excess of 1000 pp^m;

1 "(5) FILTERS. In ^.^.ddi-'i o to the requ::--,iec.ts in s. Ind 723, ;'Item

comply with the requi.-t;invn,.., of s 	 o (4); and

in
to (4	 ;t ; ;i ls J)NII co';%^"';./

Ver
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(b) Stills shall be equipped with solvent aftercoolers to lower the d i s-
tilled solvent temperature to less than 100° F. before returning the sol-
vent to the dry cleaning system.

(c) Water separators shall be provided on stills to reduce the amount
of water entrapped with the distilled solvent.

(d) Stills shall be equipped with a thermostatically controlled valve
on the inlet steam line. Such valve shall be automatically closed when
the temperature of the cooling water level the condenser exceeds: for
perchlorethylene 160° F., and for flurocarbon 113 (trichloro-
trifluoroethane) 95° F.

History: Cr. Register, November, 1981, No. 311, eff, 12-1-8L

Ind 7.43 Operating requirements. (1) MANUFACTURER'S OPERATING
INSTRUCTIONS. Machines shall be operated in accordance with operating
instructions furnished by the machinery manufacturer.

(2) INSTRUCTION OF EMPLOYES. All employes shall be thoroughly in-
structed as to the hazards involved in their departments and in the work
they perform.

(3) SAFETY CANS. Flammable or combustible liquids used for spotting
operations shall be stored in approved safety cans of not more than one
gallon capacity with an aggregate amount not exceeding 4 gallons per
work station.

(4) MAINTENANCE. Proper maintenance and operating practices for
the entire dry cleaning plant which will prevent leakage of solvent and
the accumulation of lint shall be utilized.

History. Cr. Register, November, 1981, No. 311, eff. 12-1-81.

SUBCHAPTER7
CLASS V COIN-OPERATED SELF-SERVICE

DRY CLEANING STORES

Ind 7.44 Scope. Class V dry cleaning plants consist of coin-operated
self-service dry cleaning stores in which the dry cleaning is conducted by
the public.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.45 Fire protection. Special fire prevention regulations for the
control of the solvents are not required. Only solvents approved for
Class IV dry cleaning plants shall be used in the dry cleaning machines.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.46 Ventilation. (1) AIR FLOW. Class V stores shall be provided
with a minimum air flow rate away from the customer areas as specified
in Table 7.46.

Register, November, 1981, No. 311
Cleaning and Dyeing
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Table 7.46
Rate of Ventilation

Number of
Dry Cleaning Units	 Air Flor Per Unit -

1-3	 250
4-8	 200
9-16	 150

17 or more	 100

(2) EXHAUST. (a) Exhaust ventilation shall be provided continuously
while the store is open for business.

(b) The exhaust fan shall be interlocked so that the dry cleaning units
cannot be operated unless the fan is in operation.

I (c) A supply of make-up air equal to or greater than the total volume
of air exhausted shall be provided for the customer area.

(3) VENTILATION FAN. A ventilation fan shall be installed in the service
area to be used in case of a solvent leak. The combined capacity of the
ventilation required in sub. (1) and this fan shall be not less than 500
cfm per dry cleaning machine.

(4) COMBUSTION AIR. Air for combustion for gas- and oil- fired devices
shall be provided through ducts from a source of air outside the building
when such devices are located in the dry cleaning room.

(5) EXHAUST OUTLETS. The exhaust ventilation outlets shall be lo-
cated not closer than 25 feet from any openings in other occupancies.

1
(6) CONCENTRATION LIMITS. The limits for concentration of solvent va-

por shall not exceed the following levels: for perchlorethylene -100 ppm;
for fluorocarbon 113 (trichlorotri fluoroethane) - I,OW ppm.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.47 Pumps and piping. All pumps and piping shall be installed
in accordance with the requirements under subeh. 6 for Class IV plants.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.48 Dry cleaning units, filters and still. All dry cleaning units,
filters and stills shall meet the requirements speci fied under subch. 6 for
Class IV plants.

(1) EQUIPMENT LOCATION AND ORIENTATI01-4. Only the front or cus-
tomer side of the dry cleaning unit shall "Gt^ in the customer area.
The working or maintenance portion ofthe. ^k ,- ^_^ ! ,hall be separated in a
service area by a partition. Access doors to the service area shall be kept
locked.

(2) EK;,At ^T	 Dry	 idn„ t . o i rr, 11 -1 'u, provided
automatical l y	 mainta:.. .1—i-
frluru0f 100fpll! : : VLd ^iCl! . 	 1_1ltlhl	 'Whenev(,-  -7 door
is open.

(a) Excep,'Z'	 ,l_,.

using fluorixr,i-i	 j

Register, November, I
Cleaning and Dyein _
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t concentration during loading
a, 

I 
u i	 in ex,

	

(3)_ S1 LLAGE C ON	 r. The floor near the 1,	 of the unit or a
metal pLi i around thL u, li, shall be provided whic v^ J ^ i hold the volume
of liquid equal to the n  ,,:mum quantity of solvent in the unit or the
floor area around the base of the unit shall be diked and fitted with an
opening and piping to transfer the liquid to a storage tank located on a
lower level than that of the unit. The storage tank shall have an excess
capacity equal to the solvent capacity of the equipment.

(4) FILTER RESIDUE. Filter residue and other residues containing sol-
vent shall be handled and disposed of in covered metal containers.

(5) STILLS. Stills shall be constructed so as to prevent hot solvent va-
por from escaping into the room.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.

Ind 7.49 Operation. (1) OPERATING INSTRUCTIONS. Operating instruc-
tions for customer use shall be posted in a conspicuous location near the
unit.

(2) EQUIPMENT INTERLOCK. An interlock system shall be provided to
prevent the loading door of the unit from being opened during the entire
dry cleaning cycle.

(3)ExcEss SOLVENT. The dry cleaning unit shall be designed so that
no significant amount of solvent is left in the cleaned garments at the
end of the drying cycle.

(4) MAINTENANCE. Proper maintenance of the dry cleaning units shall
be provided daily to prevent solvent leakage and lint accumulation.

(5) SPOTTING OPERATIONS. Spotting operations using flammable or
combustible liquids shall be prohibited.

(6) CLEANLINESS. Customer areas shall be kept clean.

History: Cr. Register, November, 1981, No. 311, eff. 12-1-81.
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APPENDIX

The material contained in this Appendix is for clarification only and is numbered to corre-
spond to the number of the rule as it appears in the text of the code.

Register, November, 1981, No. 311
Cleaning and Dyeing
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A 7.03 (2) Inspections. The following form (SB-2) is referred to in this section.

Department of Industry, Labor and Human Relations

SB-2
REV. 10/76	 Building
-NSPECThON DATE	 inspection Report and Orders FILE -NO

MAILING ADDRESS	 LOCATED AT (STREET ADDRESSI

CITY	 STATE	 ZIP CODE	 I CITY	 I COUNTY

An Inspection of the above occupancy discloses violations of orders of the Dept. of Industry, Labor & Human
---, --1 —1 —A— ---- -	 1n1 r f th. P—i—d qt-- of Wi—un,ib

SEE REVERSE SIDE FOR APPLICABLE WISCONSIN STATUTES
I It,, No- -

NOTE ITEM ORDER REQUIREMENTS:	 10 Data,	 50 Not Done

IMPORTANT
• Please report when orders are completed 	 • Avoid Delay
• Forfeiture for violations are $10 to $100 each day for each violation.
• Keep us informed,

"Failure of ao employer reasonably to enforce compliance by employes min such statute or older of the Department
shall constitute hidure by the employer to comply with 

such statute or order," Sec. 102.57 Wf, Stays.

COMPLIANCE DATE	 IV IIIIA11ONS I XPLAINIII TO'
	 Ti T t, E

I DEPUTY NO

BY	 I	 FETs

A %	C,	 .1.	 3	 i-i""'Y' LA	 "d -4--
R.	 •	 141.	 .'.

Register, November, 1981, No. 311
Cleaning and Dyeing
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this --rial.	 .I
	

i I%, t%.	 ,	 r .	 ire available fr	 iii tl., • 
I

y wic,	 i

P.O. Munji ,i.	 i  .:nh,iu :.:.','07.

Vic	 ;CO

INDUSTRY, L,,,,	 ' C. i i is

DIVISI	 L	 i	 131_111_'. wGS —

P.O. < 	')N, WI 'C7

ru",

I	 I Of the sy—h-, Ad-O-al , ve cn, he _-.1, ua,hed bri-

2 In heu Of wMply,hq exactly with the rule, the folio—ug alte,na—e is P,	 P, d
dr-,hr,e of safety:

3, supporting e'g—eut, are

- - - - -- - - - - -- - - - - - -

- -- - - - - - - -- -- - - - - - - - - - - - - -- - - - - - - - - - - - - - - - - - - -- - -- - - - - --

VERIFICATION BY OWNER-PETITION IS VALID ONLY IF NOTARIZED
For Fee Information See Ind. 69.09(7) or Contact The Department at (608) 266-1835

I sv, : rn, says he is petitioner herein,
the f1 11,1--ij Petition ah^ 	the same is true, as he verily be'

7;? rho.m Paid

v	 day rf 19—,

County, Mshs

Drill

311
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POSITION STATEMENT: WISCONSIN DEPARTMENT OF

To be compiled by INDUSTRY, LABOR AND HUMAN RELATIONS

Chief of Fire Department DIVISION OF SAFETY & BUILDINGS

S8 8-A (2-77) P.O. SO/ 7946 MADISON W1 53707

N .— j Sunnig occu,iancy or ij,. A	 Al,hov

Street & No.

^r Eog r	 g F nin

Tenant Name.,' ..y

Buddi.t; L..ti.n, Sir., & No. City State & Zip

city	 Sort. & Zi p i City	 County Phone

[- I.	 I haver	 t	 pt: i i i	 m 
for 

inudific,t , of rule:	 Ind

1 2.	 recent	 I
Check dulpropriatebox)

Denial	 Approval	 Conditional Approval No Comment"

3, Explanation for Recommendation:

If	 i.	 O, ,
ia	 its may, indicate "No Comment" on non-fire safety issues such as sanitary, energy conservation, structu,a

oc,, r	 r, , ulations,

i	 at the peti,^	 is in con ct with local rules and regulations

Date

L	 ' IT P s	 TO DEPARTMENT OF INDUSTRY, LABOR AND HUMAN RELATIONS AT TH
_N

Register, November, 19-81, N,

Cleanim:
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